


220 Ohio Street, Ashland, OH  44805
Toll Free: 1-800-363-5842
Phone: 419-281-5767   •   Fax: 419-289-2535
www.csicontrols.com
©CSI Controls  02/11

The new AlarmBot™ high water alarm system
features a clear alarm beacon and high-intensity
red flashing LEDs for maximum visibility. 

FEATURES
• Weatherproof enclosure

• Safe and dependable 12 volt operation

• 4 alternating high-intensity red flashing alarm LEDs 

• Universal plug to allow for easy installation of any 
piggy-back plug

• Factory-sealed to help isolate gases and moisture 
from entering the system

• Beep tone audible with on/test/silence switch

• Pump and alarm power can be separated

• Mounts on 4” electrical conduit (customer supplied)

• Three-year limited warranty

SPECIFICATIONS
• Pump Power Input: 115 VAC, 1Ø, 60Hz, 15 Amps max.

• Pump Output: 115 VAC, 1Ø, 60 Hz, 15 FLA max.

• Alarm Power Input: 115 VAC, 1Ø, 60Hz, 1 Amp max.

• Float Voltage: 12 VDC, unregulated

• Visual Alarm: Flashing 360°-viewable red LEDs

• Audible Alarm: Piezo Horn, 95 dBA

• Dimensions: 13.5" h x 5.5" w x 5.75" d

ORDERING INFORMATION
• 1031357 AlarmBot, (1) 20 ft. Normally Open Alarm Float, 

(1) 20’ Pump Float

• 1031358 AlarmBot, (1) 20 ft. Normally Open Alarm Float

• 1031359 AlarmBot, No Floats
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